
RADIK PREMIUM

02/19

RADIK PREMIUM

design steel panel radiators

RADIK PREMIUMRADIK PREMIUM

02/19

RADIK PREMIUM

design steel panel radiators

RADIK PREMIUM



3The company reserves the right to make technical changes.

RADIK PREMIUM

Focused on design
KORADO range of premium products has been developed in order to satisfy the requirements of even the most 

RADIK

system primarily from the middle bottom or side bottom.

RADIK LINE PREMIUM 

RADIK PREMIUM 

horizontally arranged channels. Its design enables it to be 
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RADIK PREMIUM

Description
The model RADIK PREMIUM

or atypical rooms. Its design enables it to be connected 

primarily from the  middle bottom or  side bottom to 

 

Height H

Length L

Depth B

Connecting pitch

Connecting thread

Highest allowed 
working pressure

Highest allowed 
working temperature

Radiator connection

ξ
T

ξ
T

Technical data Overview of types

Examples of connection to the heating system

middle bottom
φ

side bottom 
φ

middle top*
φ

side top*
φ

Type 10

Type 11

Type 20

Type 21

Type 22

B
B

B
B

B

L

remote control (remote sensor).

recommend using the Integrated Fitting 

 

For an alternative upper connection 

so that the thermostatic head is not 

directly affected by the radiator.
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RADIK PLAN PREMIUM

Description
The model RADIK PLAN PREMIUM 

primarily from the 

covers.

Height H

Length L

Depth B
49 mm

Connecting pitch

Connecting thread

Highest allowed 
working pressure

Highest allowed 
working temperature

Radiator connection

ξ
T

ξ
T

Technical data Overview of types

Examples of connection to the heating system

middle bottom
φ

side bottom 
φ

middle top*
φ

side top*
φ

Type 11 PLAN

Type 20 PLAN

Type 21 PLAN

Type 22 PLAN

B
B

B
B

L

remote control (remote sensor).

recommend using the Integrated Fitting 

 

For an alternative upper connection 

so that the thermostatic head is not 

directly affected by the radiator.
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RADIK LINE PREMIUM

Description
The model RADIK LINE PREMIUM 

. The dimensions 

bottom 
use its top middle and top side connections. There are no hangers 

Height H

Length L

Depth B
49 mm

Connecting pitch

Connecting thread

Highest allowed 
working pressure

Highest allowed 
working temperature

Radiator connection

ξ
T

ξ
T

Technical data Overview of types

Examples of connection to the heating system

middle bottom
φ

side bottom 
φ

middle top*
φ

side top*
φ

L

Type 11 LINE

Type 20 LINE

Type 21 LINE

Type 22 LINE

B
B

B
B

remote control (remote sensor).

recommend using the Integrated Fitting 

 

For an alternative upper connection 

so that the thermostatic head is not 

directly affected by the radiator.
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20 °C Type 11 PLAN
Type 11 LINE

Type 20 PLAN
Type 20 LINE

Type 21 PLAN
Type 21 LINE

Type 22 PLAN
Type 22 LINE

Length 
L [mm]

t1/t2
Height H [mm]

1600 1800 2000 2200 1600 1800 2000 2200 1600 1800 2000 2200 1600 1800 2000 2200

400
999

500
994

934

600

700

Nominal heat output 
[W/m]

Temp. exponent n [-]

Radiator weight [kg/m]

Water volume [l/m] 9.3

RADIK PREMIUM - HEAT OUTPUTS 
AND BASIC TECHNICAL PARAMETERS

RADIK  
AND BASIC TECHNICAL PARAMETERS

20 °C Type 10 Type 11 Type 20 Type 21 Type 22

Length 
L [mm]

t1/t2
Height H [mm]

1600 1800 2000 2200 1600 1800 2000 2200 1600 1800 2000 2200 1600 1800 2000 2200 1600 1800 2000 2200

400

943

933

500

600
999

700

Nominal heat output 
[W/m]

Temp. exponent n [-]

Radiator weight [kg/m]

Water volume [l/m] 9.3 9.3
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Use
RADIK PREMIUM steel panel radiators are designed to be mounted 

-

ing systems that have been professionally installed according to VDI 

-

sion and limescale.

The following main water quality attributes must be adhered to:

 

Basic equipment

Related norms

65
47

79 79

32
47

104

27
65 77

127

27 32
47

27
65 77

81 106 129

27

POSITION OF RADIATOR

RADIK PLAN/LINE PREMIUMRADIK PREMIUM

Type Number of panels

Type 10

Type 11

Type 20

Type 21

Type 22

Overview of types

Type 21

Type 10 Type 11 Type 11Type 20, 21 Type 20, 21Type 22 Type 22
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RADIK PREMIUM steel panel radiator

 

RADIK steel panel radiators - safety and conformity with European directives and 
standards

• European standard EN 442 for radiators • by using CE mark 

stated in the Declaration of Performance 

-

tion (EU) of the EP and the Council No. 

 

• Quality management system according to ISO 9001:2008

Quality of RADIK steel panel radiators

Model Type Code for ordering

RADIK PREMIUM

- U

- U

HHHLLL- U

HHHLLL- U

HHHLLL- U

RADIK PLAN PREMIUM

HHHLLL- UP

HHHLLL- UP

HHHLLL- UP

HHHLLL- UP

RADIK LINE PREMIUM

HHHLLL- UL

HHHLLL- UL

HHHLLL- UL

HHHLLL- UL

TTHHHLLL-MMM00XX
Colour code

Additional information

Model number

Length in cm

Height in cm

Type number
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KORADO a.s.
Bří Hubálků 869

560 02 Česká Třebová
Czech Republic

e–mail: info@korado.cz
www.korado.com

Ev. č.: 02/19.980.1 EN
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