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Panel radiator suitable for heat pumps

new!



We reserve the right to make technical modifications.

RADIK V-POWER
Panel radiator suitable for heat pumps

Heating and  
passive cooling

Module for refitting 
of older types of 

KORADO radiators

Integrated fans 
increase the output 

by up to 60 %

Very silent operation, 
suited for sleeping*

It contributes to
savings thanks to low
temperature operation

Suitable for  
heat pumps

Possibility of adjusting the heat output of the radiator
according to user requirements.

Automatic control of heating or passive cooling of the
module with fans thanks to temperature sensors monitoring
the temperature of the radiator and the ambient temperature.

The universal design of the radiator allows for a variable
method of connection.

Maximum safety thanks to 12 V voltage.

Efficient use of the thermal energy emitted by the radiator
thanks to low input temperatures ensures energy savings
and thermal comfort.

Modern radiator design suitable for all types of interiors.

Low power consumption from 3 to 13 W.

Construction today places emphasis on the energy efficiency of building heating systems. The trend we are seeing is towards use of modern 
and innovative low-temperature heat sources, which mainly include heat pumps. The greatest advantage of low-temperature heating is its 
efficiency in using lower operating temperatures. 

The innovative RADIK V-POWER panel radiator ensures efficient heating in low-temperature heating systems. Its unique nature lies in the 
integration of fans and an autonomous controller directly into the radiator. It can be used without ventilation or at one of five levels of intensity 
of forced convection. The integrated fans increase the heat output of the radiator by up to 60 %.

The new RADIK V-POWER panel radiator can also be used during the summer months. In passive cooling mode, the radiator is able to work 
with cooler water, which some types of heat pumps can supply to the heating system to cool the building. The RADIK V-POWER is supplied 
in type 22 with heights of 524, 624 and 924 mm and in standard lengths from 400 to 2 000 mm.

The unique design of the separate module with fans and integrated regulation allows for retrofitting on older types of KORADO radiators 
with the same dimensions as those which the RADIK V-POWER is supplied in. This will in particular be appreciated by heat pump users who, 
after replacing their gas or fossil fuel boiler, need to achieve increased radiator output at lower water temperatures.

* Maximum noise is 26,9 dB / 32,7 dB for 3rd/5th fan speed level.
Measured in conformity with CSN EN ISO 3744:2011 in the distance of 2 m for the radiator. 
dimension 624 x 100 mm, type 22 A5

The real use was documented in the „Study of the use of the RADIK V-POWER SET radiators“, where the 
RADIK V-POWER SET was used to increase the heat output in a low-temperature heating system. The 
study was prepared by the University Center for Energy Efficient Buildings of the Czech Technical University 
in Prague.



Technical data Overview of types

Some of the ways of connection to the heating system

All parameters are laboratory-tested

Description

The RADIK V-POWER model is an innovative 
panel radiator in the PLAN version with a flat 
front panel and integrated module with fans 
which increase the heat output by up to 60 %. Its 
design is intended for low-temperature heating 
systems, most often heat pumps. It allows for 
connection to the heating system from the 
bottom middle, bottom right or bottom left side. 
Two upper and lower fixing hangers are welded 
onto the back of the radiator. Radiators with a 
length of 1 800 m or more have six fixing hangers 
welded onto them.

RADIK V-POWER
Technical parameters

Type 22 V-POWER

H

L

L/2
50 50

B
Height H (mm)

Connecting pitch (mm)

Connecting thread

Operating temperature

Depth B (mm)
Type 22

Radiator
connection

Highest allowed
working pressure

Length L (mm)

524, 624, 924

50

8 x G1/2 inside

17 ÷  60 °C

102

bottom middle, bottom right,
left or right side connection

10 bar

400, 500, 600, 700, 800, 900, 1000, 
1100, 1200, 1400, 1600, 1800, 2000
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RADIK V-POWER SET
Solution for retrofitting

Various colour options are available for new RADIK V-POWER radiators and SETS.
You can choose from KORADO as well as RAL colour card.
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Installation
on the existing
radiator.

The RADIK V-POWER SET is a kit for retrofitting
to radiators. It is also compatible with older 
KORADO type 22 radiators up to a length of 
2 000 mm. This set can be used by all users who
have replaced their heat source. The set contains
all components needed for installation and 
operation.
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*... Height H – 24

The set contains:
ventilation unit
temperature sensors
power supply connector
power supply adapter – 1.2 m
flat front panel
accessory for mounting on the radiator

Optional (recommended) accessories:
side panels (Z-BKN-22-...R)*
extension cable 
(Z-PNK-18) 1.8 m 
(Z-PNK-50) 5.0 m 
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Scan for more 
information
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Type 22 V-POWER

Height H [mm] 424 524 578 624 724 924
Length 
L [mm]

t1/t2 /ti 

[°C]
Fan speed level

Static Comf. Dynam. Static Comf. Dynam. Static Comf. Dynam. Static Comf. Dynam. Static Comf. Dynam. Static Comf. Dynam.

400

55/45/20 227 304 332 271 358 391 294 386 421 313 408 446 355 456 498 437 545 595
45/35/20 136 191 209 163 225 246 177 243 265 188 257 280 214 287 314 263 344 376
40/35/20 115 164 179 138 193 211 149 208 227 159 221 241 181 247 269 222 296 323
35/30/20 76 111 122 90 131 143 98 142 155 104 150 164 118 168 184 146 202 220
17/19/28 29 39 46 30 41 49 32 43 50 33 44 52 36 47 56 46 54 63
18/20/28 25 34 41 26 36 43 27 38 44 28 39 46 31 41 49 38 47 55

500

55/45/20 283 381 415 339 448 489 367 482 526 392 511 557 444 570 623 546 681 743
45/35/20 170 239 261 204 281 307 221 303 331 236 321 351 267 359 392 328 430 469
40/35/20 144 205 224 172 241 264 187 260 284 199 276 301 226 309 337 278 370 403
35/30/20 94 139 152 113 164 179 122 177 193 131 188 205 148 210 230 182 252 275
17/19/28 36 49 58 38 52 61 40 54 63 42 55 65 46 59 70 57 67 79
18/20/28 31 43 51 33 45 54 34 47 56 35 48 57 38 51 61 47 58 69

600

55/45/20 340 457 498 406 537 586 441 579 631 470 613 668 533 685 747 655 817 892
45/35/20 204 287 313 244 338 369 265 364 397 283 385 421 320 431 471 394 516 563
40/35/20 173 246 268 207 290 316 224 312 341 239 331 361 271 370 404 333 444 484
35/30/20 113 167 182 135 197 215 147 213 232 157 225 246 178 252 275 219 303 331
17/19/28 43 58 69 46 62 73 48 64 76 50 66 78 55 70 83 68 80 95
18/20/28 37 52 61 39 55 65 41 57 67 42 58 69 46 62 73 57 70 83

700

55/45/20 397 533 582 474 627 684 514 675 736 548 715 780 622 799 872 764 954 1041
45/35/20 239 334 365 285 394 430 309 425 463 330 450 491 374 503 549 460 602 657
40/35/20 202 287 313 241 338 369 262 364 397 279 386 421 316 432 472 389 517 565
35/30/20 132 195 213 158 230 251 171 248 270 183 263 287 207 294 321 255 353 386
17/19/28 50 68 81 53 72 85 56 75 88 58 77 91 64 82 97 80 94 111
18/20/28 43 60 71 46 64 75 48 66 78 49 68 80 54 72 85 66 82 97

800

55/45/20 453 609 665 542 716 782 588 772 842 627 817 891 710 913 996 873 1090 1190
45/35/20 273 382 417 326 450 491 353 485 529 377 514 561 427 575 627 525 688 751
40/35/20 231 328 358 276 386 422 299 416 454 319 441 481 361 494 539 444 591 646
35/30/20 151 223 243 181 263 287 196 283 309 209 300 328 237 337 367 291 404 441
17/19/28 58 78 92 61 82 98 64 86 101 66 88 104 73 94 111 91 107 126
18/20/28 50 69 82 52 73 86 55 75 89 56 77 92 61 82 98 76 94 110

900

55/45/20 510 685 748 609 806 880 661 868 947 705 919 1003 799 1027 1121 982 1226 1338
45/35/20 307 430 469 366 506 553 398 546 595 424 578 631 481 647 706 591 774 845
40/35/20 259 369 403 310 435 474 336 469 511 359 496 542 407 556 606 500 665 726
35/30/20 170 251 274 203 296 323 220 319 348 235 338 369 267 379 413 328 454 496
17/19/28 65 87 104 68 93 110 72 96 113 75 99 117 82 105 125 103 121 142
18/20/28 56 77 92 59 82 97 61 85 100 63 87 103 69 92 110 85 105 124
19/21/28 47 68 80 49 71 84 51 74 87 53 76 89 57 80 95 69 90 107

1000

55/45/20 567 761 831 677 895 977 734 964 1052 783 1021 1114 888 1141 1245 1092 1362 1487
45/35/20 341 478 521 407 563 614 442 607 662 471 642 701 534 719 784 657 860 939
40/35/20 288 410 447 344 483 527 374 521 568 398 552 602 452 617 674 555 739 807
35/30/20 189 279 304 226 328 359 245 354 386 261 375 410 296 421 459 364 505 551
17/19/28 72 97 115 76 103 122 80 107 126 83 110 130 91 117 139 114 134 158
18/20/28 62 86 102 65 91 108 68 94 111 71 97 114 77 103 122 95 117 138

1100

55/45/20 623 837 914 745 985 1075 808 1061 1157 862 1123 1226 977 1255 1370 1201 1498 1636
45/35/20 375 526 574 448 619 676 486 667 728 518 707 771 587 791 863 722 946 1033
40/35/20 317 451 492 379 531 580 411 573 625 438 607 662 497 679 741 611 813 888
35/30/20 208 306 334 248 361 394 269 390 425 287 413 451 326 463 505 401 555 606
17/19/28 79 107 127 84 113 134 88 118 139 91 121 143 100 129 153 125 147 174
18/20/28 68 95 112 72 100 119 75 104 122 78 107 126 84 113 134 104 129 152

1200

55/45/20 680 913 997 813 1074 1173 881 1157 1262 940 1225 1337 1065 1369 1494 1310 1635 1784
45/35/20 409 573 626 489 675 737 530 728 794 565 771 841 641 862 941 788 1032 1127
40/35/20 346 492 537 413 579 633 448 625 681 478 662 722 542 741 808 666 887 968
35/30/20 227 334 365 271 394 430 294 425 464 313 451 492 355 505 551 437 606 661
17/19/28 86 116 138 91 124 146 96 128 151 100 132 156 109 140 167 137 161 190
18/20/28 75 103 122 78 109 129 82 113 133 85 116 137 92 123 146 114 140 165

1400

55/45/20 793 1066 1163 948 1254 1368 1028 1350 1473 1096 1429 1560 1243 1597 1743 1528 1907 2082
45/35/20 477 669 730 570 788 860 618 849 926 659 899 981 748 1006 1098 919 1204 1314
40/35/20 403 574 626 482 676 738 523 729 795 558 772 843 632 864 943 777 1035 1130
35/30/20 265 390 426 316 460 502 343 496 541 366 526 574 415 589 643 510 707 771
17/19/28 101 136 161 106 144 171 112 150 176 116 154 182 127 164 195 160 188 221
18/20/28 87 120 143 91 127 151 95 132 156 99 136 160 107 144 171 132 164 193

1600

55/45/20 907 1218 1329 1083 1433 1564 1175 1543 1683 1253 1634 1783 1421 1826 1992 1746 2179 2379
45/35/20 545 764 834 651 900 983 707 970 1059 754 1028 1122 854 1150 1255 1050 1376 1502
40/35/20 461 656 716 551 773 843 598 833 909 637 882 963 723 988 1078 889 1183 1291
35/30/20 302 446 486 361 525 574 392 567 618 418 601 656 474 673 734 583 808 882
17/19/28 115 155 184 122 165 195 128 171 202 133 176 208 146 187 222 182 214 253
18/20/28 99 138 163 104 146 172 109 151 178 113 155 183 123 164 195 151 187 221

1800

55/45/20 1020 1370 1495 1219 1612 1759 1322 1736 1894 1410 1838 2005 1598 2054 2241 1965 2452 2676
45/35/20 613 860 939 733 1013 1106 795 1092 1191 848 1156 1262 961 1294 1412 1182 1548 1690
40/35/20 519 738 805 620 869 949 672 937 1022 717 993 1083 813 1111 1212 1000 1331 1452
35/30/20 340 501 547 406 591 645 441 638 696 470 676 737 533 757 826 656 909 992
17/19/28 130 175 207 137 185 220 144 193 227 149 198 234 164 211 250 205 241 284
18/20/28 112 155 183 117 164 194 123 170 200 127 174 206 138 185 220 170 210 248

2000

55/45/20 1133 1522 1661 1354 1791 1955 1469 1929 2104 1566 2042 2228 1776 2282 2490 2183 2724 2974
45/35/20 681 956 1043 814 1125 1229 883 1213 1323 942 1285 1402 1068 1437 1569 1313 1720 1878
40/35/20 576 820 895 689 966 1054 747 1041 1136 797 1103 1204 903 1235 1347 1111 1478 1614
35/30/20 378 557 608 452 657 717 490 709 773 522 751 819 592 841 918 728 1009 1102
17/19/28 144 194 230 152 206 244 160 214 252 166 220 260 182 234 278 228 268 316
18/20/28 124 172 204 130 182 216 136 189 222 141 194 229 153 205 244 189 234 276

Height H [mm] 424 524 578 624 724 924
QN [W/m] 395 547 597 472 644 703 512 694 757 546 735 802 619 822 897 761 983 1073
Temperature  
exponent n [-] 1.2544 1.1484 1.1484 1.2543 1.1456 1.1456 1.2542 1.1440 1.1440 1.2541 1.1427 1.1427 1.2540 1.1398 1.1398 1.2538 1.1340 1.1340

QN [W/m] 72 97 115 76 103 122 80 107 126 83 110 130 91 117 139 114 134 158
Temperature  
exponent n [-] 1.3979 1.1483 1.1483 1.4727 1.1775 1.1775 1.5131 1.1932 1.1932 1.5475 1.2066 1.2066 1.6223 1.2357 1.2357 1.7719 1.2940 1.2940

 QN = JNominal heat output 45/40/20 [W/m]         QN = Nominal cooling output 17/19/28 [W/m]

RADIK V-POWER / RADIK V-POWER SET
Heating and cooling output Q [W] for heat carrying water according to EN 16430
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     Q for other temperatures RADIK V-POWER      Q for other temperatures RADIK V-POWER SET

https://www.korado.com/radik-v-power?subpage_open=2#tepelne-vykony
https://www.korado.com/radik-v-power-set?subpage_open=2#tepelne-vykony
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Ev. No.: 01/24.122.1 EN

Length L [mm] 400 & 500 600 & 700 800 & 900 1000 & 1100 1200 1400 1600 1800 2000

Number of fans [n] 2 3 5 6 7 9 10 11 13

Static  [W] 1 1 1 1 1 1 1 1 1

Comfort  [W] 2 3 4 5 5 6 7 7 8

Dynamic  [W] 3 4 6 7 8 10 11 12 13

RADIK V-POWER
Radiator panel with eight connections suitable for heat pumps

Energy consumption of RADIK V-POWER / RADIK V-POWER SET

Example of ordering code:
22HHHLLL-SYP0010


